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Adaptive IF selection and IQ mismatch compensation in a low-IF GSM receiver�
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Abstract: This paper presents an algorithm that can adaptively select the intermediate frequency (IF) and com-
pensate the IQ mismatch according to the power ratio of the adjacent channel interference to the desired signal in
a low-IF GSM receiver. The IF can be adaptively selected between 100 and 130 kHz. Test result shows an im-
provement of phase error from 6.78ı to 3.23ı. Also a least mean squares (LMS) based IQ mismatch compensation
algorithm is applied to improve image rejection ratio (IRR) for the desired signal along with strong adjacent channel
interference. The IRR is improved from 29.1 to 44.3 dB in measurement. The design is verified in a low-IF GSM
receiver fabricated in SMIC 0.13 �m RF CMOS process with a working voltage of 1.2 V.
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1. Introduction

Nowadays, wireless transceivers require a high level of in-
tegration. For broadband systems, such as WCDMA and TD-
SCDMA, zero-IF is the first choice. However, for narrow-band
systems such as GSM, it is difficult to use zero-IF architecture:
the 200 kHz GMSK-modulated GSM signal contains signifi-
cant energy at a very low frequency; as a result, DC offset, 1/f
noise and second order distortion will deteriorate the signal se-
riously.

Low-IF architecture is a good choice for GSM receivers. It
can reduce the impact of DC offset and 1/f noise effectively,
and the IIP2 requirement is reduced as compared with zero-IF
architecture. The most serious problem is the image of adjacent
channel interference caused by IQ mismatch. The image inter-
ference is superimposed at the location of the desired signal,
and causes degradation of the SNR.

GSM limits the 1st adjacent channel to be 9dB larger than
the desired signal, the 2nd and 3rd adjacent channel to be 41 dB
and 49 dB largerŒ1�, as shown in Fig. 1. The IF is always set to
half of the channel bandwidth or a little higher.

The IF selected determines the image rejection ratio (IRR)
requirement and influences EVM. If the IF is 100 kHz, the
dominant image is the spectral tail of the 2nd adjacent chan-
nel, and the required IRR is 30 dBŒ2�. When the IF is moved
to 130 kHz, the IRR requirement reaches 40 dB and the dom-
inant image is also generated by the 2nd adjacent channel. A
lower IF solution relieves the demand for IRR, but at the cost of
EVM. In order to cancel the DC offset in an analog baseband
circuit, a high pass filter is always used. The high pass filter
has a significant variation of group delay at low frequency, so
the phase error becomes serious when the IF moves from 130
to 100 kHz. Thus it is desirable to choose the IF according to
the strength of the interference.

Normally, the IRR is below 30 dB without any compensa-
tion. In order to meet the IRR requirement, IQ mismatch com-

pensation (IQMC) has to be applied. IQMC has two schemes:
compensation using a training signalŒ3; 4� or compensation us-
ing an adaptive algorithmŒ5�8�. Compensation based on train-
ing requires a training signal generator. And the performance
depends on the quality of the generated training signal. So it
is not a good choice for on-line compensation. An adaptive al-
gorithm is easy to implement digitally and is suitable for on-
line compensation. The least mean squares (LMS) algorithm
is always used to compensate IQ mismatch after sampling the
ADC, but it is vulnerable to the impact of wireless fading: in
the absence of strong adjacent channel interference, the image
interference will not impact the desired signal, but a change
of the desired signal due to wireless fading will cause fluctu-
ations in the compensation coefficients, and the quality of the
desired signal will be impacted. Consequently, in this work we

Fig. 1. Desired signal and adjacent channel interferences.
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Fig. 2. Architecture of the receiver.

Fig. 3. Analog LPF and digital channel selection filter.

apply an IQMC algorithm which can be adaptively turned on
and off according to the strength of the interference to optimize
the receiver performance.

In this paper, a low-IF GSM receiver with adaptive IF se-
lection and an IQMC algorithm is implemented, as shown in
Fig. 2. IF selection and the IQMC algorithm is implemented
in the digital front end (DFE) after the ADC, and the down-
converted data is transferred to the DigRF interface. Based
on the power ratio of the adjacent channel interference to
the desired signal, IF and IQMC can be adaptively selected
and applied. When the interference is sufficiently small, the
IRR requirement is very low. IF can be adaptively selected to
130 kHz, which can effectively reduce the impact of the high-
pass pole induced by DCOC and the 1/f noise. Meanwhile, the
compensation algorithm is shut down to avoid the error caused
by wireless fading. When the interference becomes stronger,
an IF of 100 kHz is selected to obtain a better IRR. When the
2nd adjacent channel interference is very large, the adaptive
IQ mismatch compensation based on the LMS algorithm is ap-

Fig. 4. Possible signal levels as they pass through the receiver channel.

plied to suppress the image generated by the interference.

2. Analysis

2.1. Interference

In the receiver channel, as shown in Fig. 2, the RF front-
end can only attenuate blockers MHz away, such as a –23 dBm
blocker at 3 MHzŒ1�, and has almost no rejection on the adja-
cent channel interference. After down-conversion, the analog
baseband LPF provides attenuation on the adjacent channel in-
terference, but not much. The center frequency of the desired
signal is C100 kHz, so the image interference at the negative
adjacent channel is much more serious than the positive ad-
jacent channel. The 3 dB low-pass pole of the LPF is set to
250 kHz, as shown in Fig. 3. It has no attenuation on the 1st
adjacent channel, 7 dB attenuation on the 2nd adjacent chan-
nel, and 24 dB attenuation on the 3rd adjacent channel. Fig-
ure 4 illustrates the possible signal levels which include the
desired signal and adjacent channel interferences as they pass
through the receiver channel. When these interferences reach
the ADC input, as compared with the desired signal, the 1st
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Fig. 5. Group delay of the RX front end.

adjacent channel interference is 9 dB larger, the 2nd adjacent
channel interference is 34 dB larger, and the 3rd adjacent chan-
nel interference is 25 dB larger. In the extreme case, the desired
signal along with the 34 dB larger 2nd adjacent channel inter-
ference reaches the ADC input, and the IRR requirement is the
highest in all casesŒ2�.

After ADC sampling, the data is processed by the DFE be-
fore transferring to the baseband processer. Digital filters and
gain control are the most basic modules, and for a low-IF re-
ceiver, digital down-conversion (DDC) is also necessary. With
the development of signal modulation, the channel character-
istics have become increasingly demanding, The DFE makes
more digital calibrations and compensations, such as digital do-
mainDC offset cancellation (DCOC) and IQMCŒ9�. Most of the
blockers are filtered by a pre-stage digital filter with a cut-off
frequency of 541.7 kHz. After the adjacent channel selection
filter, only the desired signal is retained, as shown in Fig. 3. So
we can calculate the signal power before and after the channel
selection filter, and get the power ratio of the interference to
the desired signal.

2.2. Phase error versus IF frequency

Besides noise, non-linearity and image interference caused
by imperfect image rejection, the receiver channel can be influ-
enced by the channel filter, including the analog LPF, the HPF
induced by analog DCOC and the digital channel selection fil-
ter. GSM signal is GMSK modulated and only phase modula-
tion is applied, so the signal is immune to amplitude variations
and sensitive to phase error. A digital channel selection filter
is designed using an FIR filter and has little influence on the
receiver channel.

The analog LPF and HPF are non-linear in phase re-
sponse. In the receiver, the 3 dB low-pass pole of the LPF is
set to 250 kHz according to the block filtering and phase re-
sponse specificationŒ1; 2�. In addition, the 3 dB high-pass pole
of the HPF is set to 7 kHz according to the transmitter/receiver
switching and the phase response specificationŒ1; 2�. The LPF
has a small group delay variation around the low-pass pole,
and the HPF has a significant group delay variation at low
frequency, as shown in Fig. 5. The best choice is to trans-
fer the desired signal in the flat region of group delay. Obvi-

Fig. 6. Phase error due to the analog HPF and LPF.

ously, 30–230 kHz has a smaller group delay variation than
0–200 kHz. In Fig. 6, the phase error of the desired signal
transferred through the receiver channel is simulated in ADS.
If there is only a 7 kHz high-pass pole in the channel, the phase
error decreases with IF increasing.When the 250 kHz low-pass
pole is added, the phase error reaches the minimum and then
increases with IF increasing. This is because when the IF is
larger than 150 kHz, the 250 kHz low-pass pole will attenuate
the spectrum of the desired signal and some phase information
will be lost. So an IF of 130 kHz offers a much lower phase
error and it can be used when the adjacent channel interference
is small.

2.3. IQ mismatch and compensation

IQ mismatch is mainly generated in the down-conversion
mixer. The threshold voltage mismatch of the switching pairs
in the mixer will cause gain and phase mismatch. The divider
will also generate a quadrature error, which causes phase mis-
match when it divides the PLL frequency into in-phase (I) and
quadrature (Q). The amplification mismatch in analog base-
band will cause gain mismatch as well. The IQ mismatch men-
tioned above varies with temperature, voltage, process, radio
frequency, gain configuration and so on. So an on-line com-
pensation for IQ mismatch is needed.

In an ideal quadrature receiver, the RF signal is multiplied
by cos!0t and sin!0t . It can be considered as multiplied by
a complex number cos!0t C j sin!0t , equivalent to a com-
plex exponential e�jw0t . When IQ mismatch is considered, the
complex number is revised to cos!0t C j.1C˛/ sin.!0t C�/,
equivalent to 1C.1C˛/ej�

2
ej!0t C

1�.1C˛/e�j�

2
e�j!0t . As shown

in Figs. 7(a)–7(c), the input RF signal is multiplied by a mis-
matched LO in the time domain. In the frequency domain, the
desired signal and the interference are added with the image
of themselves. As a result the desired signal is polluted by the
image of the interference. The compensation of IQ mismatch
is equivalent in order to cancel the image.

In this paper we use the LMS algorithm to filter the im-
age of the composite signal. The LMS algorithm is a class of
adaptive filter used to mimic a desired filter by finding the
filter coefficients that relate to producing the LMS of the er-
ror signal (difference between the desired and the actual sig-
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Fig. 7. Generation of image by IQ mismatch and cancellation of image by IQMC.

Fig. 8. Architecture of DFE.

nal)Œ10�. It was invented in 1960 by Bernard WidrowŒ10� and
has been widely used in adaptive filtersŒ5�8�. As shown in
Figs. 7(d)–7(f), the output IF signal y is used as the reference
of the algorithm. The complex conjugate y� is the image of
y in the frequency domain. ! is the filter coefficient of the
algorithm. If a suitable coefficient ! can be found to weigh
the image of the composite signal, y� � ! can be regarded as
the approximation of the image and canceled from the IF out-
put signal y. The final filtered signal is u D y � y� � !, as
shown in Fig. 7(f). In a quadrature receiver is without IQ mis-
match, the auto-correlation of I and Q channels should be equal
and the cross-correlation between I and Q channels should be
zeroŒ5; 11�. In the algorithm, a feedback loop is used to find a
suitable coefficient ! that can make the auto-correlation error
and cross-correlation approach zero. The detail implementa-
tion will be presented in the next section.

3. Implementation

3.1. System architecture

Figure 8 illustrates the architecture of the DFE for GSM.
The sampling rate of the ADC is 26 Msps, because it is part
of a multi-mode receiver that needs to support TD-SCDMA
signal as well. After the pre-stage digital filter, the input sig-
nal is down-sampled to 1.083 Msps, and the spectrum between

–541.7 and 541.7 kHz is retained. So only the 1st, 2nd and 3rd
adjacent channel are reserved and other blockers are totally fil-
tered. Then DCOC, IQMC and DDC modules are used to pro-
cess the signal with the same sampling rate. The signal is down-
converted to zero-IF and then goes into the channel selection
filter. Only the desired signal between –100 and 100 kHz is re-
tained, and the sampling rate is converted to 541.7 kHz. The
filtered signal is amplified by the digital PGA packaged in se-
rials according to DigRF requirement and then transferred to
the baseband processer. Therefore, we can calculate the power
before and after the channel selection filter, and get the power
ratio of the interference to the desired signal. It lays a founda-
tion for the state control.

The flowchart of the state control is shown in Fig. 9. When
the receiver is turned on, an IF of 100 kHz is selected by de-
fault and no IQ mismatch compensation is applied. The signals
before and after the channel selection filter are collected to get
the average power, and the power ratio of the interference to
the desired signal is calculated. When the interference power
is 30 dB larger than the desired signal, the 2nd adjacent chan-
nel interference is very large, so an IF of 100 kHz is selected
and an IQMC is applied. When the power ratio is larger than
6 dB and smaller than 30 dB, the image of the adjacent channel
is moderate, so an IF of 100 kHz is enough to suppress image
and an IQMC is not applied. When the power ratio is smaller
than 6 dB, an IRR of 20 dB is enough for this state, so an IF
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Fig. 9. Flowchart of state control.

of 130 kHz is selected and an IQMC is not applied. Shift and
subtract operation can be used to finish the power comparison.
The state can be recalculated for a programmable time and the
time depends on the variation of the signal condition.

In Section 2, Figure 4 shows that when an IF of 100 kHz
is selected, the 1st, 2nd and 3rd adjacent channel interferences
are 9, 34 and 25 dB larger than the desired signal. Similarly
when an IF of 130 kHz is selected, the 1st, 2nd and 3rd adja-
cent channel interferences are 9, 36 and 27 dB larger. So the
threshold in the state control is suitable for both IF selections.
DDC is realized using a complex multiplier and a numerically
controlled oscillator (NCO). Because the sampling rate of the
input signal is 1.083Msps, the ratio of IF to the sampling rate is
6/65 and 3/25. The IF can be easily generated by using a look-
up table with a sampling rate of 1.083 Msps. The frequency of
the PLL is controlled by the baseband processer using a look-
up table as well, so it is very easy to switch the PLL frequency
according to the IF selection.

3.2. Image-rejecting LMS algorithm

As mentioned in Section 2, the LMS algorithm is used
to filter the image. As shown in Fig. 10, yis the input sig-
nal with image, y� is the complex conjugate of y, u is the
compensated output signal, ! is the compensation coefficient,
and � is the compensation step. The aim is to find a suit-
able coefficient ! that can make the auto-correlation error and
the cross-correlation approach zero. Mathematically the aim
is shown as E.uIuI � uQuQ/ ! 0 and E.uIuQ/ ! 0, and
E.�/ is the expectation operator hereŒ5; 11�. So it is equal to

Fig. 10. Architecture of the IQMC algorithm.

E.uu/ D E.uIuI � uQuQ/ C j � 2E.uIuQ/ ! 0.
The coefficient ! is approached by !.n C 1/ D !.n/ C

�u.n/u.n/ and the final compensated output is calculated by
u D y � y�!. The feedback loop is shown in Fig. 10. After
several iterations,E.u�u/will approach zero and the algorithm
will converge. As a result, a suitable ! can be found to weight
the image of the input signal and the image can be cancelled
from the input signal.

� is the compensation step and is inversely proportional to
the power of the input signal. In the special state when IQMC is
applied, the interference is 30 dB larger than the desired signal.
For the effect use of the ADC input range, the interference is
magnified to almost the maximum ADC inputŒ1; 2�. So we can
fix the value of � in the realization. A single tone is used in
simulation to find the proper value and 1/32 is adopted here.
We can set the initial value of! to make the convergence faster.
The initial value !0 can be obtained by training the algorithm
using a signal with a tested gain and phase mismatchŒ6�. We can
also use a gradually reduced value of� to get a quick approach
of ! at first and then converge preciselyŒ5�.

The simulation result is shown in Fig. 11. Figure 11(a)
shows a single tone located in 100 kHz without IQ mismatch.
With 0.5 dB gain mismatch and 3ı phase mismatch, the image
of the single tone is generated in –100 kHz (983 kHz using FFT
in Matlab) and the IRR is about 28 dB, as shown in Fig. 11(b).
After IQMC, the image is suppressed and the IRR is almost
50 dB, as shown in Fig. 11(c). Figure 11(d) shows a desired
signal located in 100 kHz along with a 2nd adjacent channel
interference located in –300 kHz (783 kHz using FFT in Mat-
lab) without IQ mismatch. With 1 dB gain mismatch and 5ı

phase mismatch, the image of the interference is generated in
300 kHz and the IRR is about 22 dB, as shown in Fig. 11(e).
After IQMC, the image is suppressed and the IRR is almost
46 dB, as shown in Fig. 11(f).

4. Measurement

A multi-mode transceiver for GSM and TD-SCDMA is
implemented in SMIC 0.13 �m RF CMOS process, and the
microphotograph of the die is shown in Fig. 12. The RX chan-
nel can be configured as a low-IF GSM receiver with a voltage
supply of 1.2 V. It includes the RX front end and the analog out-
put, ADC, DFE and digital output for the baseband processer.
The DFE contains the algorithm of adaptive IF selection and
IQ mismatch compensation. The test results are as follows.

The switching of the states works normallywith the change
of the power ratio. The test bench is shown in Fig. 13. We can
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Fig. 11. Simulation result of the IQMC algorithm.

Fig. 12. Microphotograph of multimode transceiver.

collect the final filtered signal in the digital output and ana-
lyze the phase error of the desired signal with an IF of 100 and
130 kHz. In the DFE the desired signal is down-converted by
a DDC and filtered by a channel selection filter, so we are un-
able to obtain image information in the final output. So we use
the analog output of the RX frontend, an off-chip dual-channel

ADC and a FPGA board with the DFE code to simulate the
RX channel, and collect the signals before and after the IQMC
module in the DFE. The data collected is analyzed using Agi-
lent 89600 Vector Signal Analyzer software.

Figure 14 shows the phase error of the desired signal
with an IF of 100 and 130 kHz. The phase error with an IF
of 130 kHz is only 3.23ı compared with 6.78ı with an IF
of 100 kHz. So when the interference is very small, the sig-
nal quality can be improved by the IF switching from 100 to
130 kHz.

Figures 15 and 16 illustrate the improvement of IRR using
a single tone and amodulated signal. Tested using a single tone,
IRR is improved from 29.4 to 45 dB as shown in Fig. 15. When
a modulated signal is used, the IRR is improved from 29.1 to
44.3 dB as shown in Fig. 16.

The summary of measured performance and comparisons
are shown in Table 1. The channel quality can be obviously
improved by adaptive IF selection and IQMC.When compared
with other low-IF GSM receivers, IF can be adaptively selected
to get a lower phase error, and IQMC is applied on-line and
adaptively shut down to avoid the impact of wireless fading.
The algorithm is implemented in a digital circuit and no train-
ing signal generator is needed.

5. Conclusion

A low-IF GSM receiver with adaptive IF selection and IQ
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Fig. 13. Test bench.

Fig. 14. Phase error of the desired signal with IF of 100 kHz and 130 kHz.

Fig. 15. IRR of single tone before and after the IQMC module.

mismatch compensation is fabricated in SMIC 0.13 �m RF
CMOS process. The IF and IQMC module can be adaptively
selected according to the power ratio of the adjacent channel in-

terference to the desired signal. At 1.2V supply voltage, the test
result shows a phase error improvement from 6.78ı to 3.23ı

and an IRR improvement from 29.1 to 44.3 dB. It can tolerate
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Fig. 16. IRR of modulated signal before and after the IQMC module.

Table 1. Summary of measured performance and comparisons.
Compensation IRR after compensation IF selection Phase error

This work On-line compensation
based on LMS, shut
down when interfer-
ence is small

44.3 Adaptive selection between
100 and 130 kHz according
to interference

Improvement from 6.78ı to
3.23ı

Ref. [3] Off-line compensa-
tion using a training
signal

50 100 kHz —

Ref. [4] Off-line compensa-
tion using a training
signal

50 200 kHz —

Ref. [5] On-line compensa-
tion based on LMS,
impacted by wire-
less fading when
interference is small

50 130 kHz —

the adjacent channel interference in GSM system with suffi-
cient margin.
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